


• Innovative, digital servo motor o�ers exceptional precision 

• Unrivaled compatibility—accepts media width from 
2" to 27.5" (50 to 700mm)

• Maximum cutting area of 22.9" (W) x 984" (L)

• Flexes its muscles with 350g of downforce

• Delivers a maximum cutting speed of 20 inches per second 

• Overlap Cutting (up to 10x) makes cutting and weeding 
easier than ever

• Cut through even thick substrates—like magnetic 
materials—with incredible ease

PRODUCT�HIGHLIGHTS
• Optical registration ensures precise accuracy in cutting 

pre-printed graphics

• Easily set o�set, speed, & downforce, and generate 
cut lines with included Roland CutStudio™ so�ware

• Bling out automatic rhinestone arrangements in outline 
or �ll patterns with the addition of R-Wear Studio

FOR COMPLETE PRODUCT SPECIFICATIONS AND FEATURES, OR TO REQUEST A SAMPLE PRINT, CALL 800-542-2307 OR VISIT WWW.ROLANDDGA.COM/GS
ROLAND DGA CORPORATION  |  15363 BARRANCA PARKWAY  |  IRVINE, CALIFORNIA  92618-2216  |  800.542.2307  |  949.727.2100  |  CERTIFIED ISO 9001:2000

Get social with us.

R

For detailed features and speci�cations,
 visit www.rolanddga.com/GS

*Supported operating system is limited to the version that is supported by the graphic software

3-year warranty offered
in North and South America,
excluding Brazil.

Driving method
Cutting method
Loadable material width
Maximum cutting area
Acceptable tool
Maximum cutting speed
Cutting speed
Blade force
Mechanical resolution
Software resolution
Distance accuracy 1

Repetition accuracy 1,2

Alignment accuracy for printing and 
cutting when loading printed material 1,3

Digital control servo motor 
Media-moving method
2 to 27.5 in. (50 to 700mm)
Width: 22.9 in. (584 mm) Length: 984 in. (25000 mm)
Special blade for CAMM-1 series
20 in./s (500 mm/s) all directions
4 to 20 in./s (10 to 500mm/sec) all directions
30 - 350 gf
0.000492 in. (0.0125mm)
0.000984 in. (0.025mm)
Error less than ±0.2 % distance traveled, or ±0.004 in. (0.1 mm), whichever is greater
±0.1 mm or less

± 0.04 in. (1 mm) or less for movement distance of 8.26 in. (210 mm) or less in 
material-feed direction and movement distance of 6.69 in. (170 mm) or less in 
width direction (Excluding effects of printer and/or material)

SOFTWARE

Roland OnSupport
Roland CutStudio
Roland CutStudio Plug-in for Adobe®Illustrator®

Roland CutStudio Plug-in for CorelDRAW®

Windows® Vista/7/8/8.1�¢ 32/64-bit�£
Windows® 7/8/8.1 (32/64-bit), Windows Vista® Home Premium�¢ 32-bit�£/Business�¢ 32/64-bit�£
Windows®, MAC OS*
Windows®*

-
-
Adobe®Illustrator® CS5/CS6/CC/CC(2014)
CorelDRAW® X3/X4/X5/X6/X7

Interface
Replot memory
Instruction system
Power supply

Power consumption
Acoustic noise level

Dimensions
Weight
Packaging size
Packaging weight
Environment
Included items

USB 2.0
2 MB 
CAMM-GL III 
Dedicated AC adapter 
Input: AC 100 to 240 V ±10 % 50/60 Hz 1.7 A
Output: DC 24 V, 2.8 A
Approx. 30 W (including AC adapter)
During operation: 70 dB (A) or less (according to ISO 7779)
During standby: 40 dB (A) or less (according to ISO 7779)
33.8 (W) x 12.5 (D) x 92.5 (H) in. (860 (W) x 319 (D) x 235 (H) mm)  
29.8 lb. (13.5 kg) 
38 (W) x 17.7 (D) x 15.3 (H) in. (975 (W) x 450 (D) x 390 (H) mm)
39.7 lb. (18 kg)
Temperature: 41 to 104°F (5 to 40°C), humidity: 35 to 80 % (no condensation)
AC adapter, power cord, blade, blade holder, roller base, alignment tool, USB cable, Set Up guide

Application SoftwareOperating System

1: According to material and cutting conditions as speci�ed by Roland DG Corp. 2: Excluding material expansion and contraction. Provided that media length is under 63 in. 3: Using Roland CutStudio, a laser or inkjet printer having a resolution of 720 dpi or better. Excluding glossy or 
laminated material. Excluding effects of printing distortion due to printer precision and effects of material expansion, contraction, or warping. Depending on the ink (black) employed by the printer used, correct sensing may not be possible.
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